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All dimensions provided are nominal.  
Allowance must be made for dimensional tolerance in handcrafted glasses.

Round suspension location: 
DAMP

m a n t a  1 3  /  1 8
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manta shown in opal glossy

SPECIFICATIONS:
DESCRIPTION
Cable-hung round pendant with handcrafted glass diffuser. 

LAMPING
LED: 16W Integrated source, 120V, dimmable, 85+ CRI, 3000°K CCT, 1500 lumens, 
30,000 hours included (For Manta 13 only). 
LED: 24W Integrated source, 120V, dimmable, 85+ CRI, 3000°K CCT, 2500 lumens, 
30,000 hours included (For Manta 18 only).

DIFFUSER 
Shade shall be handcrafted glass of Opal Glossy decor. 
Manta 13: 13.5” Dia. x 3” H 
Manta 18: 17.75” Dia. x 3” H

SUSPENSION
3x 10’ aircraft-quality stainless steel cable support with 10’ AWM-type cord. Jacket 
tint coordinates with metal finish. 5” Dia. canopy is plated stamped steel. Bronze 
or Satin Nickel.

MOUNTING
Installs directly to a 4” octagonal ceiling box. Suitable for sloped ceilings.

LABELS
UL or ETL Listed. Suitable for Damp Locations (interior use only). 

ORDERING:

manta 13: #9129

manta 18: #9130

FIXTURE - DECOR - Lamp OpTIOns - FInIsh
1KV 1 Lt. Flat 912939 13.5” Dia. Opal Glossy LED 16W LED 120V, BR Bronze

1500 lumens sn Satin Nickel

FIXTURE - DECOR - Lamp OpTIOns - FInIsh
1KV 1 Lt. Flat 913039 17.75” Dia. Opal Glossy LED 24W LED 120V, BR Bronze

2500 lumens sn Satin Nickel
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Project Information:


